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Euro 9

Accessories

For “Push-to-Lock”

Not for “Push-to-Lock”
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Euro 13

Accessories

For “Push-to-Lock”

Not for “Push-to-Lock”
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Euro

Mat.: Brass

REF d1 d2 d4 L L1
ST12 9 9 6 9 40 17
ST12 13 13 9 13 41 25

ST12 Hose Nipples

Mat.: Brass

REF Rp d2 d4 L L1 P (bar) T (°C) SW
ST11 9-M8x0,75 M8x0,75 4,5 9 24 7 15 200 11
ST11 9-M10x1 M10x1 6,0 9 24 7 15 200 11
ST11 9-R1/8” 1/8” BSP 6,0 9 24 7 15 200 11
ST11 9-M14x1,5 M14x1,5 6,0 9 26 9 15 200 15
ST11 9 R1/4” 1/4” BSP 6,0 9 26 9 15 200 15
ST11 13-M14x1,5 M14x1,5 9,0 13 26 9 10 200 15
ST11 13 R1/4” 1/4” BSP 9,0 13 26 9 10 200 15
ST11 13 M16x1,5 M16x1,5 9,0 13 26 9 10 200 17
ST11 13-R3/8” 3/8” BSP 9,0 13 26 9 10 200 17

ST11 Open Connector plug

Mat.: BrassST11 Connector plug with inner hexagon

Mat.: Brass

REF Rp d2 d4 L L1 P (bar) T (°C) SW SW1
ST11 9-R1/8” H 1/8” BSP 6 9 24 7 15 200 11 5
ST11 9-M10x1 H M10 x 1 6 9 24 7 15 200 11 5
ST11 9-R1/4” H 1/4” BSP 6 9 26 9 15 200 15 5
ST11 9-M14x1,5 H M14 x 1,5 6 9 26 9 15 200 15 5

REF Rp d2 d4 L L1 P (bar) T (°C) SW SW1
ST11 13-R1/4” H 1/4” BSP 9,3 13 26 9 15 200 15 8
ST11 13-M14x1,5 H M14 x 1,5 9,3 13 26 9 15 200 15 8
ST11 13-M16x1,5 H M16 x 1,5 9,3 13 26 9 15 200 17 8
ST11 13-R3/8” H 3/8” BSP 9,3 13 26 9 15 200 17 8

ST11 Connector plug with inner hexagon

•	 the  inner hexacon connector plugs enable easy mounting where space is limited 
when working with a wrench

•	 complete range supplied with thread sealant
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Euro

Mat.: Brass

REF d2 d4 d5 l3 L SW
ST15 9x120 6 9 10 21 120 11
ST15 9x240 6 9 10 21 240 11
ST15 9x360 6 9 10 21 360 11
ST15 13x150 9 13 14 23 150 15
ST15 13x300 9 13 14 23 300 15
ST15 13x450 9 13 14 23 450 15

ST15Extension nipples

Mat.: Brass

REF R d2 d4 L L1 L2 SW
ST14 9-M8x0,75 M8x0,75 4,5 9 27 9 23 11
ST14 9-M10x1 M10x1 6,0 9 27 9 23 11
ST14 9-R1/8” 1/8” BSPT 6,0 9 27 9 23 11
ST14 13-M14x1,5 M14x1,5 9,0 13 34 9 25 15
ST14 13-R1/4” 1/4” BSPT 9,0 13 34 9 25 15

ST14Angle Connector plugs

Mat.: Brass, O-ring: Viton

REF Rp d2 d4 L L1 P (bar) T (°C) SW
ST13 9-M14x1,5 M14x1,5 6 9 29 12 15 200 15
ST13 9-R1/4” 1/4” BSP 6 9 29 12 15 200 15
ST13 13-M16x1,5 M16x1,5 9 13 30 12 10 200 17
ST13 13-R3/8” 3/8” BSP 9 13 30 12 10 200 17

ST13Shut-off Connector plug
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Euro

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK15 - 9V 9 6 17 9 41 19 15 200
MK15 - 13V 13 9 22 13 51 28 10 200

MK15 Quick Release coupling 90° with valve

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK12 - 9V 9 6 17 9 41 17 15 200
MK12 - 13V 13 9 22 13 51 25 10 200

MK12 Quick Release coupling 45° with valve

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK10 - 9V 9 6 17 9 47 17 15 200
MK10 - 13V 13 9 22 13 61 25 10 200

MK10 Quick Release coupling straight with valve
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Euro

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK150 - 9 9 6 17 9 41 19 15 200
MK150 - 13 13 9 22 13 51 28 10 200

MK150Quick Release coupling 90°

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK120 - 9 9 6 17 9 41 17 15 200
MK120 - 13 13 9 22 13 51 25 10 200

MK120Quick Release coupling 45°

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK100 - 9 9 6 17 9 47 17 15 200
MK100 - 13 13 9 22 13 61 25 10 200

MK100Quick Release coupling straight
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Euro

Mat.: Brass, O-ring: Viton

REF Rp d2 d3 d4 L L1 P (bar) T (°C) SW
MK250 9-M14x1,5 M14x1,5 6 18 9 42 9 15 200 17
MK250 13-M16x1,5 M16x1,5 9 23 13 52 10 10 200 17

MK250 Quick Release coupling 90° with valve and thread

Mat.: Brass, O-ring: Viton

REF Rp d2 d3 d4 L L1 P (bar) T (°C) SW
MK220 9-M14x1,5 M14x1,5 6 18 9 42 9 15 200 17
MK220 13-M16x1,5 M16x1,5 9 23 13 52 10 10 200 17

MK220 Quick Release coupling 45° with valve and thread

Mat.: Brass, O-ring: Viton

REF Rp d2 d3 d4 L L1 P (bar) T (°C) SW
MK200 9-M14x1,5 M14x1,5 6 17 9 48 9 15 200 17
MK200 13-M16x1,5 M16x1,5 9 23 13 52 9 10 200 22

MK200 Quick Release coupling straight with valve and thread

Mat.: Brass, O-ring: Viton

REF Rp d2 d3 d4 L L1 P (bar) T (°C) SW

MK20 9-R1/4”
1/4” 
BSP

7 18 9 38 9 15 200
17

MK20 13-R3/8”
3/8” 
BSP

10 23 13 38 9 10 200
22

MK20 Quick Release coupling straight with valve and thread



Euro Push-to-Lock
DME Euro Series sockets used with special Push-to-Locktm hose do not require the use of a hose clamp for hose retention. The 
special hose is simply pushed onto the stem and will stay on without any additional fasteners, even under conditions of severe 
temperature, vibration and pressure. The sockets have a yellow plastic collar, purely for identification, to cover the cut end of the 

hose.

Euro sockets are compatible with standard sockets/plugs. They are made of exactly the same brass and use the same high quality 
Viton seals.

Use special Push-to-Locktm hose (PTLH) only. Euro connector sockets are for use with water and water-based coolants only. 
Although the Sockets are suitable for temperatures to 200°C observe the temperature ratings of the hose (standard 85°C). Never 

exceed 13 bar
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Euro

Mat.: Mixture of synthetic elastomers, black smooth

REF d1 d2 Pmax. T (°C) Info
PTLH 10 R 3/8” 16 20bar -35->85 20m roll
PTLH 10 B 3/8” 16 20bar -35->85 20m roll
PTLH 13 R 1/2” 19 20bar -35->85 20m roll
PTLH 13 B 1/2” 19 20bar -35->85 20m roll

PTLH “Push-to-Lock” Hoses

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK 15 - 9V - PL 10 7,5 17 9 42 24 15 200
MK 15 - 13V - PL 13 10 23 13 52 28 10 200

MK15-PL Quick Release coupling 90° with valve “Push-to-Lock”

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK 10 - 9V - PL 10 7,5 17 9 54 24 15 200
MK 10 - 13V - PL 13 10 23 13 64 28 10 200

MK10-PL Quick Release coupling straight with valve “Push-to-Lock”
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Euro

Mat.: Brass

REF Rp d1 d2 L L1 L3 SW
HN R1/8 - PL R1/8” BSP 10 6 39 9 24 17
HN M10x1 - PL M10x1 10 6 39 9 24 17
HN M14x1,5 - PL M14x1,5 12,7 9 45 11 28 17
HN R1/4 - PL R1/4” BSP 12,7 9 45 11 28 17
HN R3/8 - PL R3/8” BSP 12,7 10 45 11 28 19
HN R1/2 - PL R1/2” BSP 12,7 10 49 14 28 22

HN - PLHose Nipples “Push-to-Lock”

Mat.: Brass

REF d1 d2 d3 d4 L1 L
ST 12 9 - PL 10 7,5 6 9 24 44
ST 12 13 - PL 13 10 9 13 28 45

ST 12 - PLHose Nipples “Push-to-Lock”

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK 150 - 9 - PL 10 7,5 17 9 42 24 15 200
MK 150 - 13 - PL 13 10 23 13 52 28 10 200

MK 150 - PLQuick Release coupling 90° “Push-to-Lock”

Mat.: Brass, O-ring: Viton

REF d1 d2 d3 d4 L L1 P (bar) T (°C)
MK 100 - 9 - PL 10 7,5 17 9 54 24 15 200
MK 100 - 13 - PL 13 10 23 13 64 28 10 200

MK 100 - PLQuick Release coupling straight “Push-to-Lock”




